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[bookmark: _Toc372178924][bookmark: _Toc30831017][bookmark: _Toc34791721]General
[bookmark: _Toc372178925][bookmark: _Toc518808440][bookmark: _Toc30831018][bookmark: _Toc34791722]Purpose of document
All relevant Steel materials which are released for a specific production are listed in this document.
New materials have to be qualified and released according to tests and evaluation executed by SSP design office/Root dept.
The user has to make sure, that the delivered materials are equal to the materials which were used for the qualification in all details. This has to be done together with the materiel supplier according to the agreed SSP material specification.

[bookmark: _Toc372178926]Definition of Steel insert.
The root steel insert, is a machined insert that is build in to the SSP root joint solution for wind turbine blades.
The steel inserts can be single parts or split into several parts, depending on design. For further specification see TD1037.
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[bookmark: _Toc372178927]Materials qualification 
See defined requirements in TD1037.



[bookmark: _Toc372178928]Released Steel materials (SSP inserts)
[bookmark: _Toc372178929]SSP-M30 (DLI000404)
	Supplier
	Steel description
	Material no.
	Special Property requirements

	Optional
	25CrMo4V/25CrMoS4
	1.7218/1.7213
	

	Optional
	42CrMo4V/42CrMoS4
	1.7225/1.7227
	

	Optional
	42CrMo 
	
	≥ 1.7225/1.7227



[bookmark: _Toc372178930]SSP-M30LBF (DLI000693)
	Supplier
	Steel description
	Material no.
	Special Property requirements

	Ovako
	TS280M-LX.SSP
	
	KV min. 27J at -30°C

	Optional
	25CrMo4V/25CrMoS4
	1.7218/1.7213
	

	Optional
	42CrMo4V/42CrMoS4
	1.7225/1.7227
	

	Optional
	42CrMo 
	
	≥ 1.7225/1.7227



[bookmark: _Toc372178931]SSP-M36 (DLI000340)
	Supplier
	Steel description
	Material no.
	Special Property requirements

	Ovako
	TS280M-LX.SSP
	
	KV min. 27J at -30°C

	Optional
	25CrMo4V/25CrMoS4
	1.7218/1.7213
	

	Optional
	42CrMo4V/42CrMoS4
	1.7225/1.7227
	

	Optional
	42CrMo 
	
	≥ 1.7225/1.7227



[bookmark: _Toc372178932]SSP-M42 (DLI000516)
	Supplier
	Steel description
	Material no.
	Special Property requirements

	Ovako
	TS280M-LX.SSP
	
	KV min. 27J at -30°C

	Optional
	25CrMo4V/25CrMoS4
	1.7218/1.7213
	

	Optional
	42CrMo4V/42CrMoS4
	1.7225/1.7227
	

	Optional
	42CrMo 
	
	≥ 1.7225/1.7227





[bookmark: _Toc372178933]Released Steel materials (Repower inserts)
[bookmark: _Toc372178934]RE45.2
Bushing (Spear part)
	Supplier
	Steel description
	Material no.
	Special Property requirements

	Optional
	42CrMo4V
	1.7225
	Rm≥1040N/mm² , Rp0,2≥940N/mm², A>9%.


Distance bushing (Extention part)
	Supplier
	Steel description
	Material no.
	Special Property requirements

	Optional
	25CrMo4V
	1.7218
	Rm≥700N/mm² , Rp0,2≥500N/mm², ReH≥500N/mm².

	Optional
	42CrMo4V
	1.7225
	



[bookmark: _Toc372178935]RE50.8
Bushing (Spear part)
	Supplier
	Steel description
	Material no.
	Special Property requirements

	Optional
	42CrMo4V
	1.7225
	Rm≥1040N/mm² , Rp0,2≥940N/mm², A>9%.


Distance bushing (Extention part)
	Supplier
	Steel description
	Material no.
	Special Property requirements

	Optional
	25CrMo4V
	1.7218
	Rm≥650N/mm² , Rp0,2≥460N/mm², ReH≥460N/mm².

	Optional
	42CrMo4V
	1.7225
	



[bookmark: _Toc372178936] RE55.8 +RE59.8 +RE61.5
	Supplier
	Steel description
	Material no.
	Special Property requirements

	Optional
	42CrMo4V/42CrMoS4
	1.7225/1.7227
	Rm>900 N/mm² ,  A>9%
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